
CIPP Lubricant

SILICONE-ENHANCED LUBRICANT

A thin-coat lubricant 
designed for cure in 
place pipe liners and 
calibration tubes   

polywater.com   |  +1 651-430-2270

Polywater® CIPP is a highly 

concentrated sprayable CIPP 

liner and calibration tube 

lubricant that reduces cable 

friction up to 2x with only a 

thin coating. The convenient 

application makes it a cleaner 

process while allowing installers 

to fully coat lining material.  

FEATURES AND BENEFITS

• HIGH PERFORMANCE   
Up to 2x better friction reduction 

with ultra-thin coating levels 

• EASY TO USE  
Spray or wipe application with  

thin-coat technology for easy 

surface coating 

• LOW FRICTION RESIDUE  
Long-lasting residue continues 

to lubricate even when dry  

• COMPATIBLE  
Suitable for a variety of CIPP 

liners and calibration tubes  

• STAIN FREE  
Will not stain common 

household surfaces or clothing

CIPP can be applied with an 

air-pressurized industrial 

sprayer, hand sprayer, or by 

hand with a sponge

Better friction reduction means 

faster and smoother installation 

of pipe liners, especially over 

longer distances.



CATALOG # PACKAGE DESCRIPTION UNITS/CASE

CIPP-128 1-Gallon / 3.8 Liter Jug 4

CIPP-640 5-Gallon / 18.9 Liter Pail 1

CIPP-DRUM-P 55-Gallon Drum 1

CIPP-TOTE 275 275-Gallon Tote 1

Polywater® CIPP Lubricant

IMPORTANT NOTICE: The statements here are made in good faith based on tests and observations we believe to be 

reliable. However, the completeness and accuracy of the information is not guaranteed. Before using, the end-user 

should conduct whatever evaluations are necessary to determine that the product is suitable for the intended use. 

American Polywater expressly disclaims any implied warranties and conditions of merchantability and fitness for a 

particular purpose. American Polywater’s only obligation shall be to replace such quantity of the product proven to 

be defective. Except for the replacement remedy, American Polywater shall not be liable for any loss, injury, or direct, 

indirect, or consequential damages resulting from a product’s use, regardless of the legal theory asserted.  
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Solutions at work.

American Polywater Corporation
11222 60th Street N.
Stillwater, MN 55082 USA

+1 800-328-9384 Toll Free
+1 651-430-3634 Fax
email: support@polywater.com
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Product Notes
• Clean-up: Polywater CIPP is nonstaining. Complete clean-up is possible with water. 

• Non-toxic: CIPP lubricant has no VOC content and is non-toxic. 

• Temperature Stability: CIPP lubricant is freeze/thaw stable. 

• Low viscosity: Product easily flows and will not clog spray heads.
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